DAVIS VINEYARD PRECINCT 3- STAGE 14

AUSTRALIAN INVESTMENT & DEVELOPMENT PTY. LTD.
CITY OF MELTON

FUNCTIONAL LAYOUT PLANS

CONSTRUCTION NOTES

SITE MANAGEMENT C4.  Batterstobe 1in 5 for fll & 1in 3 for cut unless noted otherwise.
Al Prior to commencement of works on site, the contractor must ensure that all matters relating to the Occupational Health & Safety . .
Act 2004, including all relevant regulations, have been addressed. In particular, the required notifications must be conveyed to the C5.  Cutbatters are to be grassed & mulched with a mixture of chopped grass, straw & bitumen emulsion.
Victorian Workcover Authority - Health & Safety division with respect to trenching operations. Details of the contractors . .
occupational health & safety procedures must be lodged with the superintendent prior to commencement of works. C6. Where cut batters exceed 700mm an additional 300mm berm shall be formed behind footpath.
A2.  Allnative trees & shrubs to be retained unless road construction necessitates their removal or removal is directed by the engineer. C7. Access ramps are to be constructed where cut batters exceed 1.0m. They are to be graded 1 in 10 for the first 2.5m from the back
A town planning permit is required for the removal of native trees & / or vegetation. The removal o retention of any existing trees of path & then at a maximum of 1 in 4 to natural surface. EXISTING
must be in accordance with the approved landscape plan, or else approval will be required from the City of Melton landscape
approvals officer. C8.  The water conduit offset from the lot boundary is given on the water reticulation plan. The contractor must construct conduits to PRECINCT 1
accord with the given offset & ensure that the concreter marks the kerb & footpath exactly above the conduit.
A3, Existing dam or watercourses to be excavated to a firm base & backfilled as specified. Consulting engineer to be notified when the o } X
dam or watercourses are excavated to a firm base. No filling is to be placed prior to dams being inspected & levels taken. C9.  Irigation condits are to be DN100 DWV PVC installed beneath the pavement andlor capping layer, if present. Locations are to
Backfilling is to be carried out to the satisfaction of the Council supervising engineer. be marked using a green dot spray painted on the top of kerb.
Ad. Prior to commencement of works, the contractor must submit a Site Management Plan (SMP) to the consultant for approval. The C10.  Allfootpaths are to be 125mm thick 25MPa concrete with SL72 mesh centrally located in accordance with the MPA standard
contractor must comply with the recommendations of the Environment Protection Authority publication No.275 "Construction drawing EDCM 401.
techniques for sediment pollution control". Appropriate siltation control is to be maintained throughout the construction & Ly
maintenance period of the works. C11. NBN Co to be notified seven (7) days prior to concrete works being placed. s
X O
A5, Provide temporary safety barrier fence (Farm Fence as per MW Std Dwg 7251/4/203) along extent of outfall drain where the drain C12. Electrical distribution pits within footpaths are to be a minimum of 300mm within the edge of the path. Concrete is to be placed c% o
is greater than 1.5m in depth & side slopes are steeper than 1 in 3. Safety fence to remain until permanent underground drainage around distribution pits to a minimum depth of 200mm. > o
is installed. uj
C13. Al street signs to be constructed & erected to current City of Melton standards including logo. Street signs to be erected as per Q. 8
A6.  Atemporary fence shall be erected & maintained around existing trees, nominated to be retained, at all times during construction. Council Std. Dwg.MCC 205. Q(:) W
A7. Contractor to remove existing irrigation & drainage pipes & pits encountered on site. Trenches to be backfilled in accordance with C14.  Traffic control signs, markings & delineators to be installed in accordance with AS1742.2. Al line marking is to be long life road ,f,' 5,\-9
notes C2 & C3. marking, with inal lines in & markings in cold applied. g g
) . ) FUTURE m
A8.  Contractor is obliged to obtain a permit for any blasting works.The contractor when engaged in blasting operation, shall not blast C15. Driveways to be constructed in accordance with the Council Std. Dwg. MCC 501-503. Single driveways to be a minimum 3.5m é-tLl g
with 4.50m of an existing line of water, gas or sewer pipes or with 15m of any completed part of the works without the consent of wide & to be offset 0.60m from property boundary unless otherwise shown PRECINCT 4 S5a
the superintendent. S
C16.  Kerb transition to take place in the minor street over a 2.0m length from either the tangent point or TP pit. E 5
A9, Contractor is obliged to obtain the necessary " works within road reserve" consent from the relevant authority for works EX| STIN G
encroaching onto an established road reserve. C17.  Existing road works to be reconstructed as required to provide, without discontinuity, a ion in with design
levels & grades. PRECINCT 2
A10.  Contractor need a traffic management plan approved by Council for all traffic impacting works.
C18.  Tactile ground surface indicators (TGSI) are to be installed at all pram crossings & pedestrian cross points in accordance with AREA OF WORKS
AS1428.4 : 2002 & MPA standard drawing EDCM 403.
GENERAL
B1 All works to be carried out to the standard of drawings and specifications as approved by Melton City Council. In case of dispute DRAINAGE B
the Specifications must take precedence. D1.  Drainage & pits to be set out from offsets shown rather than from centreline pipe chainages ANKS DR’VE
B2. Pre-commencement meeting needs to be scheduled with Council prior to commencement of works. D2. Lightweight fibreglass type pit lids are required for all drainage pits & all grates for pits are to be Class D, to comply with
AS3996 unless otherwise shown. All drainage works are to be constructed to council specifications.
B3 Before commencement of works on trenches in excess of 1.5m deep, the civil contractors construction supervisor must give notice . . § . : . _
in writing of such proposals to Worksafe Victoria in accordance with Part 5.1, Division 4 of the Occupational Health & Safety D3. Al pipes up to and including 750mm in diameter shall be rubber ring jointed (RRJ). Pipes above this size may be flush jointed with
regulations (2007) & undertake safety p in trenching ions in with Workcover's code of practice (1988). external sealing bands. For pipes greater than 900mm and changes in direction between 2 connecting pipes exceeding 10°
construct segmented curves using splayed pipes with bandage joints, having within the i
B4 Lots to be graded (1 in 150 min slope) & left clean to the satisfaction of the engineer. Finished levels to be compatible with lots DRA'NAGE
adjoining this stage. D4, All pipes to be Class '2' R.C. rubber ring joint unless noted otherwise. PVC pipes to be Class SH unless specified.
RESERVE
B5.  On completion the contractor is responsible for the removal of all rubbish & spoil from site. No surplus trees, vegetation or other D5.  Pipe trenches beneath the road pavement, footpath or within 150mm of the kerb & channel to be backfilled with 20mm Class 3
material is to be burnt on site. FCRin 150mm layers. EX'ST'NG SOVERE|GN
ROSE
B6.  Reserves to be free draining & to be left in a condition satisfactory to the City of Melton works supervisor. D6.  Property inlets to be constructed as per MPA standard drawing EDCM 701 —EDCM 704, ESTATE
B7.  Where works are in the vicinity of existing services these services are to be located & the various authorities notified prior to the D7. Al proposed drainage stubs to be blanked off at end of pipe with timber planks to the safisfaction of the supervising engineer.
commencement of works.
PAVEMENT
B8. Al TBM's & control points are to be maintained & protected at all times during construction. Should any marks be disturbed, the E1.  Modification of the pavement requires approval by the City of Melton works supervisor.
contractor will i notify the to arrange 1t at the contractors expense.
B9 Provide painted paling fence along any boundary common to lots & municipal reserves. Timber railings need to be facing inwards S lTE PLAN
to the property side. NOT TO SCALE.
B10. Al nature strips & excavated or filled areas outside of the road reserves shall be surfaced with a 100mm compacted layer of DRAW |N G |NDEX MELWAY REF: 351 G3
1opsolas specifd. DRAWING No. TME REVISION
B11.  Allline-marking to be long-life thermoplastic line-marking. 2200044-14-900 COVER SHEET P2
2200044-14-901 TYPICAL ROAD CROSS SECTIONS &DETAILS P2
ROADWORKS 2200044-14-910 FUNCTIONAL LAYOUT PLAN P2
C1.  100¢ agricultural pipe drains (MPA standard drawing EDCM 202) to be placed behind all kerb & channel & buffer pitchers & 2200044-14-930 ON STREET CAR PARKING PLAN P2
where directed by the engineer. AP P ROVE D
2200044-14-940 VEHICLE TURNING MOVEMENTS SHEET 1 OF 2 P2
C2.  Filling in all properties & road reserves is to be carried out using approved clay fill. Top soil & all vegetable matter to be stripped 2200044-14-841 VEHICLE TURNIN G MOVEMENTS SHEET 2 OF 2 =] F U N CTI O NAL LAYO U T P LAN S
from site prior to filling. All filling to be carried out in accordance with AS3798-2007 and the geotechnical report. Level 1 inspection . .
and testing to be carried out in accordance with AS3798-2007 Section 8.2. A fill report must be submitted to the Consultant,
showing from a NATA registered soil testing laboratory. S h e mal I ROd rl g o
C3.  Importing Fill:- All imported fill must be tested by a NATA approved laboratory to ensure it is suitable for use on site, & any E N G I N E E RI N G S E RVI C ES
contaminates are within accepted levels. Under no circumstances should fill material enter or leave the site without the permission
of the supervising engineer & Council works supervisor, prior to it being appropriately tested. All vehicles transporting fill material Date : 1 5/0 1 /2025
to & from the site must have appropriate measures in place to ensure that material does not get onto roads & into stormwater
systems & natural waterways. PREL'M'NARY PRlNT
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F U N CTI O NAL LAYO U T P LAN S V’/% CONSTRUCTION. Locate all underground services before commencement of works
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. . CONCRETE WORKS TO BE FCR BACKFILLED, UNLESS www.byda.com.au
Shemali Rodrigo OTHERWISE SPECIFED,
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E N G I N E E RI N G S E RVIC ES NEW WORKS TO BE ADJUSTED TO NEATLY MATCH NEW
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Date: 15/01/2025 . 5. ALL EXISTING OPEN DRAINS WITHIN NEW WORKS TO BE PRELIMINARY PRINT
- |
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SUPERVISION.
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